




KENNEDY VALVE

9/2/20

2”-12” Resilient Seated Gate Valve 
KSFW OS&Y
Materials List

KENNEDY VALVE MODEL KS-FW

2"-12" R/S VALVE
OS&Y MATERIAL LIST

PIPE PLUG STANDARD ON FLANGE  @ POSITION "A"

DET. NAME OF PART MATERIAL ASTM SPEC.
R-1 Handwheel Nut Bronze (AWWA Grade A) 

R-2 Handwheel Cast Iron ASTM A126 Class B

R-3 Upper Thrust Washer Brass ASTM B36 C 26000

R-4 Lower Thrust Wahser Nylatron --------------------

R-6 Hex. Head Cover Bolts & Nuts Zinc Plated Steel Grade 2 SAE J429
R-7 Cover Cast Iron* ASTM A126 Class B

R-8 Packing Bolts Zinc Plated Steel Grade 2 SAE J429
R-8 Packing Bolt Nuts Brass ASTM F467

R-10 Packing Gland Ductile Iron ASTM A 536 Grade 70-50-5

R-11 Packing Sq. Braided Non-Asbestos --------------------

R-12 O-Ring (Cover) EPDM --------------------

R-13 O-Ring (Stem) EPDM --------------------

R-14 Stem -- Pre-Grooved Stainless Steel A276 Type 304

Grade 
R-16 Body (All Types) Cast Iron  ASTM 126 Class B

R-17 Pipe Plug: 1/2"; 2 1/2"-4"--3/4"; 6'-12" Low Carbon Steel --------------------
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Complies with applicable requirements of AWWA C509                                               Pre-grooved stem for supervisory switch
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ASTM B584 C84400

KVGV8000

* - 2” thru 4” utilize AWWA C515 cover



KENNEDY VALVE MODEL KS-FW

Kennedy Valve/KS-FW C509 

2" - 12" R/S GATE VALVE
OS&Y ASSEMBLY EXPLOSION

CRIPTION MATERIALS
dwheel Hold Down Nut Bronze
dwheel Cast Iron

per Thrust Washer Bronze 
zes 3" thru 12")
er Thrust Washer Bronze

e Nut Bronze
er Bolts & Nuts Zinc Plated Steel 
zes 2-1/2" thru 6")
er Bolts & Nuts Zinc Plated Steel 
zes 8" thru 12")

n o r I t s a Cr e v o C 1 7 - R
king Bolts Zinc Plated Steel
king Bolt Nuts Brass
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king Sq. Braided Polymer
ing (Cover)
ing (Stem)

m -- Pre-grooved
edge Disc D.I. - EPDM Coated

n o r I t s a Cy d o B 1 6 1 - R
ipe Plug Galvanized Steel

Stainless

EPDM
E PDM

06/29/20

KENN

2"
OS

DET. QTY. DESCRIPTION MATERIALS
R-1 1 Handwheel Hold Down Nut Bronze
R-2 1 Handwheel Cast Iron
R-3 1 Upper Thrust Washer Bronze 

 (Sizes 3" thru 12")
R-4 1 Lower Thrust Washer Bronze
R-5 1 Yoke Nut Bronze
R-6 4 Cover Bolts & Nuts Zinc Plated Steel 

(Sizes 2-1/2" thru 6")
R-6 8 Cover Bolts & Nuts Zinc Plated Steel 

 (Sizes 8" thru 12")

R-8 2 Packing Bolts Zinc Plated Steel
R-8 2 Packing Bolt Nuts Brass
R-10 1 Packing Gland Ductile Iron
R-11 Packing Sq. Braided Polymer
R-12 1 O-Ring (Cover)
R-13 1 O-Ring (Stem)
R-14 1 Stem -- Pre-Grooved
R-15 1 Wedge Disc   D.I. - EPDM Coated

R-17 1 Pipe Plug Low Carbon Steel

Stainless

E P DM 
E PDM 

KENNEDY VALVE

9/2/20

2”-12” Resilient Seated Gate Valve 
KSFW OS&Y
Assembly Explosion
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Cast Iron* CoverR-7 1

BodyR-16 1 Cast Iron

KVGV8000

* - 2” thru 4” utilize AWWA C515 cover 



KENNEDY VALVE
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2”-12” Resilient Seated Gate Valve 
KSFW OS&Y - THREADED 2”- 3” 
Materials List
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R-8

DERLIN

SQ. BRAIDED
EPDM

EPDM



KENNEDY VALVE
2”-12” Resilient Seated Gate Valve 
KSFW OS&Y
Flange Ends
General Dimensions
Fig. 8068A KENNEDY VALVE MODEL KS-FW

Kennedy Valve/KS-FW C509 3-

2" - 12" R/S VALVE FLANGE ENDS
OS&Y GENERAL DIMENSIONS

Complies with applicable requirements of AWWA C509 8068A

STD. TAP SIZE

1/2": 2 1/2"-4"

3/4": 6"-12"

ALL FLANGE VALVES TAPPED & PLUGGED @ POSITION "A"

                       Pre-grooved stem for supervisory switch
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Fig. 8068AKVOS



KENNEDY VALVE
2”-3” Resilient Seated Gate Valve
KSFW OS&Y 
Threaded Ends 
General Dimensions
Fig. 8067

9/2/20

KENNEDY VALVE MODEL KS-FW

2"-3" R/S VALVE THREADED ENDS
OS&Y GENERAL DIMENSIONS

C omplies with applicable requirements of AWWA C509
Pr e- grooved stem for supervisory switch

8067

N

VALVE
SIZE A B D E F WEIGHT

 2 1/2 7 5 3/16 7 1/4 13 7/8 16 3/8 40

3 7 1/2 5 3/16 10 15 5/8 18 7/8 50
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KENNEDY VALVE
Resilient Seated Gate Valves w/KVOS (Factory Installed Tamper)

KSFW OS&Y 
Flanged 
General Information
Fig. 8068AKVOS
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KVOS-2 FOR KSFW 2 1/2” -12”



About ASC Engineered Solutions
ASC Engineered Solutions is defined by quality—in its products, services and support. 
With more than 1,400 employees, the company’s portfolio of precision-engineered 
piping support, valves and connections provides products to more than 4,000 
customers across industries, such as mechanical, industrial, fire protection, oil and 
gas, and commercial and residential construction. Its portfolio of leading brands 
includes ABZ Valve®, AFCON®, Anvil®, Anvil EPS, Anvil Services, Basic-PSA, Beck®, 
Catawissa, Cooplet®, FlexHead®, FPPI®, Gruvlok®, J.B. Smith, Merit®,  North Alabama 
Pipe, Quadrant®, SCI®, Sharpe®, SlideLOK®, SPF® and SprinkFLEX®. With headquarters 
in Commerce, CA, and Exeter, NH, ASC also has ISO 9001:2015 certified production 
facilities in PA, TN, IL, TX, AL, LA, KS, and RI.
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