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KENNEDY VALVE

8/17/20

2 1/2”-12” Resilient Seated Gate Valve 
Model KSRW-HP, Figure 5000 (350psi) 
Non-Rising Stem  -  Material List

C

C

Cast A A  / A536
Stainless Steel F593/F594

Stuffing Box        A A536 Grade 70-50-5

EPDM

Stuffing Box O-Ring/gasket EPDM

C/F594

Grade 70–50–5

Grade 70–50–5

EPDM

(EPDM Encapsulated) ASTM A536 Grade 70–50–5

Grade 70–50–5
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Ductile Iron

       A

Ductile Iron

Low Carbon SteelPipe Plug 1/2": 2 1/2"-4"--3/4":6"-12"17



KENNEDY VALVE
2 1/2”-12” Resilient Seated Gate Valve
Model KSRW-HP, Figure 5000 (350psi)
Non-Rising Stem  -  Assembly

8/17/20

KENNEDY VALVE MODEL KS- RW

Kennedy Valve/KS-RW C515 5-3 

2" - 12" R/S GATE VALVE
NRS ASSEMBLY EXPLOSION

DET. QTY. DESCRIPTION MATERIALS
R-1 1 Hold Down Hex Bolt Stainless Steel

R-2 1 Hold Down Bolt Washer Zinc Plated Steel

R-3 1 Sq. Operating Nut OR
Handwheel (Not Shown) Cast Iron

R-4 2 Bolt & Nut (Stu�ng Box) Stainless Steel

R-5 1 Stu�ng Box (10" & 12" D.I.) Ductile Iron

R-6 3 O-Ring (Stem) 1 Below Collar EPDM

R-7 1 O-Ring (Stu�ng Box) EPDM

R-8 1 Thrust Washer (Sizes 2"-2 1/2")

2 Thrust Washer (Sizes 3" thru 12") Delrin

R-9 1 Stem Bronze

R-10 4 Cover Bolts & Nuts (Sizes 2" thru 6") Stainless Steel

8 Cover Bolts & Nuts (Sizes 8" thru 12") Stainless Steel

R-11 1 Cover Ductile Iron

R-12 1 Stem Nut Bronze

R-13 1 Wedge Disc D.I. - EPDM Coated

R-14 1 O-Ring (Cover) EP DM

R-15 1 Body Ductile Iron
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KENNEDY VALVE MODEL KS- RW

2" - 12" R/S GATE VALVE
NRS ASSEMBLY EXPLOSION

DET. QTY. DESCRIPTION MATERIALS
R-1 1  Stainless Steel

R-2 1 Zinc Plated Steel

R-3 1  Sq. Operating Nut OR
Handwheel (Not Shown) 

Cast Iron

R-4 2 Stainless Steel

R-5 1 Ductile Iron

R-6 3 EPDM

R-7 1 EPDM

R-8 1 

2 Thrust Washer (Sizes 3" thru 12")  

R-9 1  Bronze

R-10 4    

8 Cover Bolts & Nuts (Sizes 8" thru 12")     

R-11 1 Ductile Iron

R-12 1 Bronze

R-13 1  D.I. - EPDM Coated

R-14 1 EP DM

R-15 1  Ductile Iron
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Hold Down Bolt Washer 

Bolt & Nut (Stu�ng Box) 

Hold Down Hex Bolt

Stu�ng Box (10" & 12" D.I.) 

O-Ring (Stem) 1 Below Collar

O-Ring (Stu�ng Box)

Thrust Washer (Sizes 2"- 2 1/2”)

Stem

Cover Bolts & Nuts (Sizes 2" thru 6") Stainless Steel

Cover 

Stem Nut 

Wedge Disc

O-Ring (Cover)

Body 

Delrin

Stainless Steel

KVGV5000



KENNEDY VALVE
2 1/2”-12” Resilient Seated Gate Valve 
Model KSRW-HP, Figure 5000 (350psi) 
OS&Y  -  Material List

8/17/20
Kennedy Valve/KS-RW 515   5-

2" - 12" R/S VALVE
OS&Y MATERIAL LIST

ITEM DESCRIPTION MATERIAL ASTM SPEC.

A 584 C87850/C87610

Ductile A A536 Grade 65-45-12
Grade 2 SAE J429

Nylatron

Grade 2 SAE J429

ASTM F467

 Stem - Pre-Grooved for Tamper Switch

      Stainless Steel            A276 Type 304
D.I. EPDM Coated       ASTM A536 70–50–5

ASTM A536 70–50–5

70 50 5
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KVGV5000

ASTM
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Low Carbon SteelPipe Plug 1/2": 2 1/2"-4"--3/4":6"-12"17

 10 Stainless Steel ASTM A479 Type 304

 Stem Head with pin



KENNEDY VALVE
2 1/2”-12” Resilient Seated Gate Valve 
Model KSRW , Figure 5000 (350psi) 
Assembly Explosion  - OS&Y

8/17/20

nnedy Valve/KS-R W C515

Bronze Sizes 3" thru 12")
wer Thrust Washer Bronze

oke Nut Bronze
ver Bolts & Nuts

Zinc Plated Steel izes 2-1/2" thru 6")
ver Bolts & Nuts Zinc Plated Steel 

Sizes 8" thru 12")
n o r I  t s a Cr e v o C 1 7 - R

acking Bolts Zinc Plated Steel
acking Bolt Nuts Brass
acking Gland Ductile Iron
acking Sq. Braided Polymer
-Ring (Cover)
-Ring (Stem)

m -- pre-grooved
edge Disc     D.I. - EPDM Coated

Ductile Irony d o B 1 6 1 - R
ipe Plug Galvanized Steel

Stainless

06/29/20

KENNEDY VALVE MODEL KS-R

2"
OS&

DET. QTY. DESCRIPTION MATERIALS
R-1 1 Handwheel Hold Down Nut Bronze
R-2 1 Handwheel Ductile Iron
R-3 1 Upper Thrust Washer 

Bronze  (Sizes 3" thru 12")
R-4 1 Lower Thrust Washer Bronze
R-5 1 Yoke Nut Bronze
R-6 4 Cover Bolts & Nuts 

Zinc Plated Steel (Sizes 2-1/2" thru 6")
R-6 8 Cover Bolts & Nuts Zinc Plated Steel 

 (Sizes 8" thru 12")

R-8 2 Packing Bolts Zinc Plated Steel
R-8 2 Packing Bolt Nuts Brass
R-10 1 Packing Gland Ductile Iron
R-11 Packing Sq. Braided Polymer
R-12 1 O-Ring (Cover)
R-13 1 O-Ring (Stem)
R-14 1 Stem -- pre-grooved
R-15 1 Wedge Disc     D.I. - EPDM Coated

Ductile Iron
R-17 1 Pipe Plug Low Carbon Steel

Stainless Steel 

R-7 1 Cover Cast Iron

R- 16 Body1
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KENNEDY VALVE

8/17/20

ALL FLANGE VALVES TAPPED & PLUGGED @ POSITION “A”

2 1/2”-12” Resilient Seated Gate Valve
Model KSRW-HP, Figure  5000 (350psi)
Non-Rising Stem  - Flanged Ends 
General Dimensions
Fig. 5561A SS
Fig. 5701A SS 3”-12” (with post plate)

VALVE 
SIZE A B C D E F G H

2 1/2” 7-1/2” 3-3/4” 7” 11/16” 11-3/8” 4-5/8” 7-1/4” 2-1/2”
3” 8” 4” 7-1/2” 3/4” 12-3/8” 4-5/8” 10” 3”
4” 9” 4-1/2” 9” 15/16” 14-3/4” 8-5/8” 10” 4-1/4”
6” 10-1/2” 5-1/4” 11” 1” 19” 8-3/4” 12” 6-1/4”
8” 11-1/2” 5-3/4” 13-1/2” 1-1/8” 22-1/2” 8-3/4” 14” 8-1/4”

10” 13” 6-1/2” 16” 1-3/16” 26-1/2” 12-7/8” 18” 10-1/4”
12” 14” 7” 19” 1-1/4” 30” 12-7/8” 18” 12-1/4”
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Weight
5561ASS

Weight
5701ASS

102

139
208

340

446

68

78

119
201

357

449

79

52 N/A



KENNEDY VALVE
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VALVE 
SIZE A B C D E F G H

3” 8-1/2” 4-1/4” 2-1/2” 7-3/4” 12-3/8” 4-5/8” 10” 3”
4” 9-1/2” 4-3/4” 2-1/2” 9-1/8” 14-3/4” 4-3/4” 10” 4-1/4”
6” 10-1/2” 5-1/4” 2-1/2” 11-1/8” 19” 6-3/4” 12” 6-1/4”
8” 13-1/8” 6-9/16” 2-1/2” 13-3/4” 22-1/2” 6-3/4” 14” 8-1/4”

10” 15-1/2” 7-3/4” 2-1/2” 15-3/4” 26-1/2” 8-3/4” 18” 10-1/4”
12” 16” 8” 2-5/8” 18” 30” 8-3/4” 18” 12-1/4”

3”-12” Resilient Seated Gate Valve 
Model KSRW-HP, Figure 5000 (350psi)
Non-Rising Stem  - Mechanical Joint 
General Dimensions
Fig. 5571SS
Fig. 5071SS 3”-12” (with post plate)

8/17/20 KVGV5000

Weight
5571SS

Weight
5071SS

91

128
189

302

385

70

110
164

287

362

59  



KENNEDY VALVE
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VALVE 
SIZE A B C D E F

3” 8-1/4” 4” 4-1/4” 10” 12-3/8” 3”
4” 9-1/4” 4-1/2” 4-3/4” 10” 14-3/4” 4-1/4”
6” 10-1/2” 5-1/4” 5-1/4” 12” 19” 6-1/4”
8” 12-5/16” 5-3/4” 6-9/16” 14” 22-1/2” 8-1/4”

10” 14-1/4” 6-1/2” 7-3/4” 18” 26-1/2” 10-1/4”
12” 15” 7” 8” 18” 30” 12-1/4”

3”-12” Resilient Seated Gate Valve
Model KSRW-HP, Figure 5000 (350psi)
Non-Rising Stem  -  Flange x Mechanical Joint 
General Dimensions
Fig. 5572SS
Fig. 5702SS (with post plate)

8/17/20 KVGV5000

Weight
5572SS

Weight
5702SS

96

132
200

326

407

75

111
180

316

398

55  



KENNEDY VALVE
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2 1/2”-12” Resilient Seated Gate Valve
Model KSRW-HP, Figure 5000 (350psi)
OS&Y  -  Flanged Ends
General Dimensions
Fig. 5068A

VALVE 
SIZE A B C D E F G H

2 1/2” 7-1/2” 3-3/4” 7” 11/16” 13-7/8” 16-3/8” 4-5/8” 7-1/4”
3” 8” 4” 7-1/2” 3/4” 15-5/8” 18-7/8” 4-5/8” 10”
4” 9” 4-1/2” 9” 15/16” 18-1/4” 22-3/4” 8-5/8” 10”
6” 10-1/2” 5-1/4” 11” 1” 23-3/4” 30-1/8” 8-3/4” 12”
8” 11-1/2” 5-3/4” 13-1/2” 1-1/8” 29-1/4” 37-3/4” 8-3/4” 14”

10” 13” 6-1/2” 16” 1-3/16” 35-3/8” 45-3/4” 12-7/8” 18”
12” 14” 7” 19” 1-1/4” 40-5/8” 53-1/8” 12-7/8” 18”
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Weight
5068A

52
67
92

141
213
369
479



KENNEDY VALVE
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2-1/2”- 8” Resilient Seated Gate Valve Model
KSRW-HP, Figure 5000 (350psi)
OS&Y  -  Groove x Flange Ends
General Dimensions
Fig. 5092ABF

VALVE 
SIZE A B C D E F G
2 1/2” 7-1/2” 3-3/4” 7-1/4” 13-7/8” 16-3/8” 2-1/2” 3-3/4”
3” 8” 4” 10” 15-5/8” 18-7/8” 3” 4”
4” 9” 4-1/2” 10” 18-1/4” 22-3/4” 4-1/4” 4-1/2”
6” 10-1/2” 5-1/4” 12” 23-3/4” 30-1/8” 6-1/4” 5-1/4”
8” 11-1/2” 5-3/4” 14” 29-1/4” 37-3/4” 8-1/4” 5-3/4”

KVGV500010 of 11

57

115

Weight
5092

77

171

40



KENNEDY VALVE
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2 1/2” - 12” Resilient Seated Gate Valve  

*

 
Model KSRW-HP, Figure 5000 (350psi) 
OS&Y  -  Grooved Ends
General Dimensions
Fig. 5093ABF

VALVE 
SIZE A B C D E F
2 1/2” 7-1/2” 3-3/4” 1.97 7-1/4” 13-7/8” 16-3/8”
3” 8” 4” 2.63 10” 15-5/8” 18-7/8”
4” 9” 4-1/2” 3.75 10” 18-1/4” 22-3/4”
6” 10-1/2” 5-1/4” 5.80 12” 23-3/4” 30-1/8”
8” 11-1/2” 5-3/4” 7.67 14” 29-1/4” 37-3/4”
10”* 13” 6-1/2” 9.80 18”
12”* 10-1/2” 5-1/4” 11.74 18”

* 10-12” Only, UL Listing Pending

35-3/8”
40-5/8”

45-3/4”
53-1/8”

8/17/20 KVGV5000

103

294

Weight
5093

139

T.B.D.

74
48

37



About ASC Engineered Solutions
ASC Engineered Solutions is defined by quality—in its products, services and support. 
With more than 1,400 employees, the company’s portfolio of precision-engineered 
piping support, valves and connections provides products to more than 4,000 
customers across industries, such as mechanical, industrial, fire protection, oil and 
gas, and commercial and residential construction. Its portfolio of leading brands 
includes ABZ Valve®, AFCON®, Anvil®, Anvil EPS, Anvil Services, Basic-PSA, Beck®, 
Catawissa, Cooplet®, FlexHead®, FPPI®, Gruvlok®, J.B. Smith, Merit®,  North Alabama 
Pipe, Quadrant®, SCI®, Sharpe®, SlideLOK®, SPF® and SprinkFLEX®. With headquarters 
in Commerce, CA, and Exeter, NH, ASC also has ISO 9001:2015 certified production 
facilities in PA, TN, IL, TX, AL, LA, KS, and RI.

FC-DS-SERIE 5000-GATE VALVE-v01 20211011

asc-es.com
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